
Angled view  
 of DJ Booth  

*The first super   
mobile  LED DJ 
Booth of its Kind* 

Á Easy set up 
Á Built in Power 
      4 USB 2.4A 
      4 110V sockets 
Á P5 resolution 
Á Flight case included 
Á Raised Screen 
Á High Quality  
     Components 
Á Seamless corners 
Á Low Price 
Á Event Ready 
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No
1

2 with USB 2.4A 8 plug ins

Cabinet Locks Lock & key for doors

Built in Power Outlets & USB

Item Parameter Photo
4pcs 110V Outlets 8 plug ins

Brightness (cd/m2) 2000

IC Chip (Upgraded) MCI5043/ 2016pcs

Additional One-year warranty is $1200.

Power Supplies Brand Meanwell

Resolution Front screen 416x256dots

Corner Size   LxWxH

Item  Brand Brightness Wavelength

Phantom booth PX5  Specification

Green LED lamp EPISTAR 600-800mcd 520nm±2.5 nm

Red LED lamp EPISTAR 300-400mcd 620nm±2.5 nm

LED Lamp

LED Type SMD2121

200-250mcd 465nm±2.5 nm

Module

Item Parameter Photo

SMD2121

Blue LED lamp EPISTAR

Pixel pitch/ Leds 5MM/ 40,000sqm

Module size 160*160MM

Module total Qty 168pcs

Waterproof IP40

Application INDOOR

640*640*1350mm X2

Cabinet Thickness 100mm

Total Size   LxWxH 2080*640*1350mm

Pixel Config 1R1G1B

Total Pixels 32*32Pixel

Brightness ů2000cd/ϒ

Drive mode 1/16 scan,constant current

View angle (Deg.) H: 140°/ V:140°

Center Panel Size LxH 800*1350mm X1

Cabinet is made up of three pieces (2 Corners & 1 Center piece)

Item Parameter Photo

Total Weight 100kg

Input voltage AC110/220V

Waterproof(Front/Rear) Ip40

Screen

Item Parameter Photo

Cabinet material Aluminum  cabinet

Lock/ quick release yes/ twist & lock

Connectors Signal&Power/ neutrik

1920HZ

Operation Humidity 10%͘90%

Led Area 3.36mx1.28m=4.30sqm

Resolution Full screen 672x256dots

Cabinet quantity 3

>65536grade

Operation temp -30Ņ~60Ņ

Colors of display 687 billion

Maximun Power 400W/ϒ

Average Power 146W/ϒ

Refresh rate

Information source Many kinds of signal access: can input TV signals ,DVD signals , DVI, S-VIDEO, RGB, VGA, and so on.

Life span >100,000 hours

Drive mode 1/16 scan, constant current

Warranty years 2 Years

MTBF

Brightness adjustment Manual 256 Levels

Operation system Windows Series

>5,000 hours

Frame rate 60 frame/s

Gray scale

The current price is: $17,400 (If more than one unit discounts are provided. 

The price includes flight case and  over 50 HD visual  effects.  



Phantom booth comes in a strong sturdy flight case with wheels for 
easy transportation. It has 8 handles ( 4 on each Side) Also has the 
locking latches. 



Front of  
DJ Booth  

Back side with built in Power  Outlets  
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